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Parklift





Parklift
A wide range of vertical stacking systems that can accommodate two or three 
levels of parking – for indoor or outdoor use. 
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Parkbox 401 | small dependent stacker

Parklift 411 | dependent stacker – enhanced 
weight capacity

The ideal solution for dependent access (i.e. where the lower level car must first be 
removed to allow access to the upper level). Parkbox 401 is suitable for valet-attended 
car parks or residential applications, its tilt mechanism making optimum use of available 
headroom.  Maximum weight capacity is 2 tonnes.

A 2 level dependent unit which is suitable for indoor or outdoor use, Parklift 411 requires 
slightly more headroom than Parkbox 401 – subject to vehicle height.  Parklift 411 is 
perfectly suited to external applications and is available in either single or double width 
options (for two or four cars respectively) for maximum space saving. Maximum weight 
capacity is 2.6 tonnes.
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500–590

The new Parklift 421 system provides three levels of dependent parking (without the need 
for pits) making it the ideal unit for outdoor applications and for retro-fitting, for example 
in courtyards.  With different height, weight and width options, Parklift 421 is perfect for 
high density public parking areas where attendant or valet support is provided.

Parklift 421 | 3 level dependent parking

Parklift 421 accommodates 
3 vehicles parked above 
each other

Before lowering the upper platforms, the car on the entrance 
level must be moved

Operation
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This two level vertical stacking system has several size options to suit different vehicle 
weight and height requirements. Installation requires both a pit and additional headroom 
to be available, with different vehicle heights requiring a corresponding increase in pit 
depth and headroom as illustrated below.  With its horizontal platforms, Parklift 440 
offers maximum user comfort. Weight capacities 2.00 to 3.20 tonnes available.

Parklift 440 | 2 level independent stacker

Standard type 440-185/180 | Premium type 440-225/220 | 
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Long version 440-200/195 | Short version 440-185/180 | 
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For width requirements, please refer to Page 13
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Parklift 403/413 | 3 levels in a single pit  
 (independent)

Parklift 403

345/385
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Parklift 413

Providing three levels of independent parking, Parklift 403 and 413 systems provide a 
wide range of weight, width and height options to suit different requirements. Available 
in single or double widths, all requiring a pit to be excavated, these units provide high 
density parking with weight capacities up to 2.6 tonnes.
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Parklifts | single and double width options

The range of Parklift models is available as single or double width units.  A double unit 
requires a smaller installation width than 2 single units – giving extra comfort for getting 
in and out of the car.

We recommend a minimum clear platform width of 2.3m per parking place.  Larger 
vehicles naturally require larger platform widths to ensure that there is enough space to 
get in and out of the car - which is principally why we advise that platform widths are at 
least 2.5m, with a maximum width of 2.7m.

Parking space widths

230 250 270 460 540

Single unit 
for 2 cars

Double unit  
for 4 cars

Platform widths are available in increments of 100mm, up to a maximum of 2.7m (5.4m for a double 
unit).  Special width units are available for disabled units.



14

Parklift 461/462/463 | aesthetic hidden systems

Parklift 461/462/463 are commonly referred to as ‘buried’ units, such that when 
lowered there are no visible components protruding above ground level.  The surface 
of the unit can effectively be blended with the surroundings and driven over or parked 
on, making these units ideally suited for courtyards or driving aisles. Weight capacities 
up to 3.2 tonnes.

Parklift 461 | 

Parklift 462 | 

Parklift 463 | 
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Parking Platforms
& Turntables



Parking Platforms
& Turntables





Parking Platforms
Individual Parking Platforms, which run on rails set in the ground, offer an ideal 
solution to utilise the space that is normally lost to driving aisles, or behind columns 
on a single parking level.



Parking Platforms 501/503 | the car movers

Parking Platform  501

Parking Platform 503

Laterally and longitudinally moving platforms make sure that all the potential parking 
space is fully utilised.  Parking Platforms move on rails and may be installed behind 
columns, in corners and along driving aisles. Each parking space is independently 
accessed.
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Turntable 505 | turning made easy

Turntable 505

In areas with severely restricted or narrow access to parking spaces, Turntable 505 
enables a vehicle to be rotated to improve access and exit to the driving lane.  Electric 
operation makes this a simple, elegant solution for difficult parking areas.
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Turntable in front of Parklift 462 units





Combilift





Combilift
Combilift systems use a combination of vertical and horizontal movement to 
provide independent parking on two, three or four levels.  Parking access and exit is 
simple and straightforward as the computer-controlled system automatically takes 
vehicles from, and then when requested brings them back to, the driving aisle.

Combilifts are modular grid systems; the grids are available in different widths to 
suit car sizes and the parking arrangement.  All Combilifts are available as standard 
2.0 tonne or 2.6 tonne weight capacity.



Combilift 551 | lift and slide

Combilift 551 | 

Combilift 552/

Combilift 551 

The driver of the vehicle in 
parking space 4 requests their 
vehicle.

The system moves the parking 
spaces on the entrance level 
to the left.

Space 4 is then lowered to the 
entrance level.
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Operation

One empty space is always left on the entrance level to allow the system to move 
vehicles horizontally and / or vertically as appropriate.  A surface-mounted system, 
Combilift 551 provides two levels of independent parking without the need for a pit.

Combilift 552 | in 2 rows behind each other

A smart combination is to put a Combilift 552 (drive through version) in front of a Combilift 
551 system.  The empty space in the first row will be positioned in such a way that it is 
possible to drive through to reach the selected parking space, located in the rear row.

330-440

540

330-440

26
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Combilift 553 | on 3 levels, but no pit

Combilift 553 | 

500–680

615

The surface-mounted Combilift 553 provides independent parking on 3 levels without 
the need to excavate a pit, with a substantial height saving over the more ‘conventional’ 
vertical stacking unit (Parklift 413).  The entrance level and middle level each have one 
empty space to provide means of access.

The driver of the vehicle in space 
5 requests their vehicle.

The system moves the parking 
spaces on the entrance and 
middle levels to the left.

Space 5 is then lowered to the 
entrance level.
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Combilift 554 | even 4 levels are possible

Combilift 554 | 

The surface-mounted Combilift 554 provides independent parking on four levels without 
the need to excavate a pit.  The entrance level and first and second levels all have one 
empty space to provide means of access. 

660–900

615

The driver of the vehicle in space 
6 requests their vehicle.

The system moves the vehicles 
in the entrance and central levels 
to the left.

Space 6 is then lowered to the 
entrance level.
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Combilift 542 | on 2 levels with a pit

Combilift 542 | 

Where additional headroom is not available but a pit may be constructed, Combilift 542 
delivers all the benefits of semi-automatic technology.  

175–230

220–235

550
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Combilift 543/544 | or on 3 levels  

Combilift 543 | 

Combilift 544 | 

Utilising a combination of both a pit and additional headroom, Combilift 543 provides 
a  compact and space-saving 3-level parking system which is accessed and exited via 
the central level.  The Combilift 544 is effectively the same unit, but suitable for vans 
and small minibuses.

175–230

325–435

550

320

555

645





Fully Automatic Systems

Level Parker



Level Parker
These fully automatic systems provide the maximum parking density, with a pallet 
‘shuffling’ system.





Level Parker 570 | slide and glide

The vehicles are parked in an entrance / exit garage which is connected to the parking 
levels with a vertical conveyor.  Level Parker systems have at least two rows of parking 
platforms with one to five parking levels.  When called, the individual pallets are ‘shuffled’ 
until the correct vehicle is transported to the vertical conveyor and presented in the exit 
garage.
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Level Parker 590 | single row

This single row system is equipped with vertical lifts provided at each end; is arranged 
on two, to a maximum of five parking levels and moves in a circular fashion through the 
rows.  It is also possible to install a turntable in order to position the vehicles so that 
when they are retrieved they are facing in the driving direction.
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Fully Automatic Systems 

Parksafe







Parksafe
Based on storage rack principals, the vehicles are parked on pallets into storage 
shelves positioned either side of a vertical lift shaft.  This will result in a tower 
(above ground), a shaft (below ground) or a tower/shaft combination – customised 
to individual project requirements.



Parksafe 580/582/583 | tall & slim

Parksafe can be engineered to suit a range of project requirements -  tower, shaft or tower/shaft 
combinations with vehicle entrance possible at any level.  It is also possible to arrange up to 3 parking rows 
positioned either side of the vertical lift.  

Parksafe 580
This automatically controlled parking system operates via a central lift for the management 
of up to 30 levels of parking spaces, making ramps and stairways redundant.  Vehicles 
are parked into 1, 2 or 3 row arrangements either side of the vertical lift shaft - similar to 
storage shelves - with height variations possible at each level.  An optional turntable unit 
can position the vehicles in the correct driving direction when exiting the system. 
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Parksafe 582
Parksafe 582 effectively delivers a back to back version of the 580 model - providing 
two grids.  The system’s vertical lift carries a shuttle, via which the second grid parking 
places can be reached.  It is also possible to drive-through the whole system, by entering 
via the first grid and exiting via the second.
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Parksafe 583
Building on the principles of Parksafe 582, this system features a triple grid arrangement.  
The parking places are arranged either side of the vertical lift with various possible options 
(1, 2 or 3 rows) allowing an optimised utilisation of unusual floor plans.
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Fully Automatic Systems

Multiparker





Multiparker
These systems accommodate large numbers of cars on a high-bay warehouse 
storage principle with fast access/retrieval times.



Multiparker 710/720/730/740 | large capacity

Multiparker 710
With up to 8 levels, this system is 
particularly suited to wider structures.  
Vehicle transport is arranged crosswise, 
thereby featuring a wide driving aisle.  It 
is possible to provide the system with a 
turntable unit which simultaneously during 
transport and lifting, turns the vehicle into 
the exit position.

Multiparker 720
A taller version of Multiparker 710, 
this system has the capability of 
accommodating from 8 up to 30 parking 
levels.  Entry and exit areas can be 
flexibly arranged for either tower system 
as shown above or shaft system as shown 
here.  Tower/ shaft options are also 
possible.
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Multiparker 730
For bigger projects involving more than 
100 parking places, the lift and shuttle 
system here ensures faster access times.  
Individual shuttles operate at each level, 
independent of the vertical lift.  For each 
parking level having more than 60 parking 
places, it is possible to install two or more 
shuttles.  High performance is supported 
by an integrated quick-pallet-change 
system, for simultaneous replacement of 
the loaded and empty pallets.

Multiparker 740
Particularly suited to narrow and long floor plan areas, the system features space saving 
rack parking arranged longitudinally to the shuttle aisle.  The system configuration 
features 1 to 2 parking rows either side of the storage retrieval unit, with up to 8 parking 
levels.
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Multiparker 750/760 | pallet-less

Multiparker 750
A particularly cost effective solution, where the client provides a multi-storey concrete 
structure to park the cars into.  The cars are not parked on pallets but are transported 
using lift and shuttle technology.  Multiparker 750 is suitable for up to 30 parking 
levels.

Multiparker 760
Where bigger floor plan areas come into 
play, it is possible to opt for this version 
of the Multiparker 750 which features 
independent operating shuttle transfers 
on each level to minimise operating and 
access times.
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The Cube, Birmingham.  Multiparker 760

Albany Building, Liverpool.  Parksafe 583

Mercedes Tower, Brentford.  Parksafe 580

Wöhr offers the most extensive in-house  
product range in Europe.
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Wöhr Parking Systems

Aston Works
West End
Aston
Oxon 
OX18 2DQ

Tel: 01993 851 791
Fax: 01993 851 793
Web: www.wohr-parking.co.uk
Email: info@wohr-parking.co.uk




